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Chapter 1    STP Configuration Commands

ip http language
Syntax

ip http language {chinese | english}
    {0>设置命令配置时提示信息的语言。<}0{>It is used to set the prompt language when a command is configured.<0}
Parameter

	Parameter
	Remarks

	chinese
	{0>将web配置提示语言设置为中文<}0{>Sets the language to Chinese.<0}

	english
	{0>将web配置提示语言设置为英文<}93{>Sets the language to English.<0}


Default value

N/A

Remarks

    This command is configured in global configuration mode.

Example

    {0>将web配置提示语言设置为英文。<}99{>The following example shows how to set the language to English.<0}
Switch_config#ip http language english
1.1   ip http port
Syntax

ip http port { portNumber }
{0>设置HTTP 服务端口。<}0{>It is used to set the HTTP port.<0}
no ip http port
    {0>将HTTP服务端口恢复为默认端口80。<}0{>It is used to resume the HTTP port to be the default port 80.<0}
Parameter

	Parameter
	Remarks

	portNumber
	{0>HTTP 服务端口，有效范围<1-65535><}0{>Means the HTTP port’s valid range is from 1 to 65535.<0}


Default value

80

Remarks

    This command is configured in global configuration mode.

Example

    {0>设置http服务端口为1234。<}71{>The following example shows how to set the HTTP port to 1234.<0}
    Switch_config#ip http port 1234
1.2   ip http secure-port
Syntax

ip http secure-port {portNumber}
{0>设置HTTPS 服务端口。<}96{>It is used to set the HTTPS port.<0}
no ip http secure-port
    {0>将HTTPS 服务端口恢复为默认端口443。<}96{>It is used to resume the HTTPS port to be the default port 443.<0}
Parameter

	Parameter
	Remarks

	portNumber
	{0>HTTPS 服务端口，有效范围<1-65535><}98{>Means the HTTPS port’s valid range is from 1 to 65535.<0}


Default value

443

Remarks

    This command is configured in global configuration mode.

Example

    {0>设置https服务端口为1234。<}97{>The following example shows how to set the HTTPS port to 1234.<0}
Switch_config# ip http secure-port 1234
1.3   ip http server
Syntax

[no] ip http server
    {0>开启http服务<}0{>It is used to set the HTTP service.<0}
Remarks

    This command is configured in global configuration mode.

Example

    {0>开启http服务<}100{>It is used to set the HTTP service.<0}
Switch_config# ip http server
1.4   ip http http-access enable
Syntax

[no] ip http http-access enable
    {0>配置http 访问模式。<}0{>It is used to set the HTTP access mode.<0}
Remarks

    {0>在全局配置模式下配置该命令，该命令用于访问http://网站。<}0{>This command is set in global configuration mode and used to access the website, which starts with http://.<0}
Example

    {0>设置http访问模式。<}88{>The following example shows how to set the HTTP access mode.<0}
Switch_config# ip http http-access enable
1.5   ip http ssl-access enable
Syntax

[no] ip http ssl-access enable
    {0>配置https 访问模式。<}96{>It is used to set the HTTPS access mode.<0}
Remarks

    {0>在全局配置模式下配置该命令，该命令用于访问https://网站。<}99{>This command is set in global configuration mode and used to access the website, which starts with http://.<0}
Example

    {0>设置https访问模式。<}96{>The following example shows how to set the HTTPS access mode.<0}
Switch_config# ip http ssl-access enable
1.6   ip http web max-vlan
Syntax

ip http web max-vlan { max-vlan }
{0>配置Web页面中最大显示的Vlan条目数。<}0{>It is used to set the maximum number of VLAN entries displayed in a web page.<0}
no ip http web max-vlan
    {0>将Web页面中最大显示的Vlan条目数恢复为默认值100。<}0{>It is used to resume the default maximum number of VLAN entries to 100.<0}
Parameter

	Parameter
	Remarks

	max-vlan
	{0>Web页面中最大显示的Vlan条目数，有效范围<1-4094><}0{>Means the maximum number of vlan entries in the web page, which ranges from 1 to 4094.<0} 


Default value

100

Remarks

    This command is configured in global configuration mode.

Example

    {0>设置Web页面中最大显示的Vlan条目数为123。<}85{>The following example shows how to set the maximum number of VLAN entries displayed in a web page to 123.<0}
Switch_config# ip http web max-vlan 123
1.7   ip http web igmp-groups
Syntax

ip http web igmp-groups { igmp-groups }
{0>配置Web页面中最大显示的组播条目数。<}89{>It is used to set the maximum number of multicast entries displayed in a web page.<0}
no ip http web igmp-groups
    {0>将Web页面中最大显示的组播条目数恢复为默认值15。<}89{>It is used to resume the default maximum number of multicast entries to 15.<0}
Parameter

	Parameter
	Remarks

	igmp-groups
	{0>Web页面中最大显示的组播条目数，有效范围<1-100><}89{>Means the maximum number of multicast entries in the web page, which ranges from 1 to 100.<0} 


Default value

15

Remarks

    This command is configured in global configuration mode.

Example

    {0>设置Web页面中最大显示的组播条目数为12。<}87{>The following example shows how to set the maximum number of multicast entries displayed in a web page to 12.<0}
Switch_config#ip http web igmp-groups 12
1.8   show ip http
Syntax

show ip http 

Remarks

    {0>用于查看http服务器是否已打开<}0{>It is used to browse whether the HTTP server is enabled.<0}
Example

Switch_config#show ip http    

Http server is running






