








































Model Description

SNR-S2965-8T Layer 2 managed switch, 6 x 10/100Base-TX, 2 x 10/100/1000Base-T, 2 x 100/1000Base-X SFP. Power 
supply: 220 V AC

SNR-S2965-8T-RPS Layer 2 managed switch, 6 x 10/100Base-TX, 2 x 10/100/1000Base-T, 2 x 100/1000Base-X SFP. Power 
supply: 220 V AC + 12 V DC

SNR-S2965-8T-UPS Layer 2 managed switch, 6 x 10/100Base-TX, 2 x 10/100/1000Base-T, 2 x 100/1000Base-X SFP. Power 
supply: 220 V AC + connector for 12 V battery with charging feature

100MB
1G
10GDTN

 � Increased number of Gigabit ports

 � Comprehensive security functionality

 � Non-blocking architecture

 � Redundant Power Supply

 � Eas

 � Built-in lightning protection on all ports

The only switch in the series is SNR-S2965-8T. This switch is equipped with Fast Ethernet + Gigabit Ethernet 
Downlink ports and Gigabit Ethernet SFP Uplink ports, and supports all the necessary functionality for access 
layer applications in present-day enterprise and carrier networks.

CLI and a common MIB file, simplifies hardware implementation and maintenance.

Additional gigabit ports can be used to connect demanding customers at speeds up to 1 Gbps, allowing to 
increase ARPU without the need to replace hardware.

The model with RPS port, SNR-S2965-8T, allows to connect a 12V redundant power supply unit. SNR-S2965-8T-UPS 
model is equipped with a 12V battery connector with a capacity of 5-20Ah and has a built-in battery charge / 
discharge controller.

PRODUCT HIGHLIGHTS

L2 / FAST ETHERNET
MANAGED ACCESS SWITCHES

L2 / FAST ETHERNET
MANAGED ACCESS SWITCHES

VLAN 4094 VLAN, Voice-VLAN, Private-VLAN, MAC-VLAN, Port-based QinQ, Selective QinQ, VLAN 
Translation

6 x 10/100Base-T, 2 x 10/100/1000Base-T, 2 x 100/1000Base-X SFP

Table of MAC addresses 8K

Security

1408 ACL rules 
IP ACL, MAC ACL, MAC-IP ACL, Userdefined ACL 
Port-Security, IP-MAC-Port binding, DHCP Snooping, DHCP Relay, DHCP Opt.82 

L2-Multicast IGMPv1/v2/v3 Snooping, Multicast VLAN Registration (MVR), Multicast Source/Destination 
Control, Multicast Filter

QoS 8 queues per port, SP / WRR / DWRR / SP + WRR / SP + DWRR, tagging/re-tagging CoS/DSCP, 
bandwidth limitation

Redundancy Protocols STP, RSTP, MSTP, ERPS, LACP

Management CLI, WEB, SNMP

Redundant Power Supply SNR-S2962-24T-RPS: 220 V AC + 12 V DC 
SNR-S2962-24T-UPS: 220 V AC + 12 V battery connector with charging feature
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Model Description

Layer 2 managed industrial PoE switch, 8 x PoE 10/100/1000Base-T, 2 x 100/1000Base-X SFP.
Power supply: 48 V DC

100MB
1G

 � 8 x GE PoE 802.3af/at

 � 2 x GE SFP

 � Protection class IP40

 � Temperature range -40”C ~ +85”C

 � Total power PoE 180W

The SNR-S225Gi-8T-POE industrial PoE switch is an excellent outdoor solution for smart networks. The switch 

components guarantees its uninterrupted operation in a wide temperature range from -40 to +85 ”C.

SNR-S225Gi-8T-POE has all the necessary functionality to operate in telecom and enterprise networks, supports 
comprehensive security, monitoring and control functionality, supports RSTP, ERPS, LACP protocols, which allow 
to build fault-tolerant topologies with low convergence time.

PRODUCT HIGHLIGHTS

MANAGED INDUSTRIAL
POE SWITCH

MANAGED INDUSTRIAL
POE SWITCH

VLAN 4094 VLAN, Voice-VLAN, Private-VLAN, MAC-VLAN, Port-based QinQ, Selective QinQ, VLAN 
Translation

8 x PoE 10/100/1000Base-T, 2 x 100/1000Base-X SFP

Table of MAC addresses 8K

Security

1408 ACL rules 
IP ACL, MAC ACL, MAC-IP ACL, Userdefined ACL 
Port-Security, IP-MAC-Port binding, DHCP Snooping, DHCP Relay, DHCP Opt.82 

L2-Multicast IGMPv1/V2/V3 Snooping, Multicast VLAN Registration (MVR), Multicast Source/Destination 
Control, Multicast Filter

QoS 8 queues per port, SP, WRR, SP + WRR, DWRR. tagging/re-tagging CoS, DSCP. Bandwidth 
limitation

Redundancy Protocols STP, RSTP, MSTP, ERPS, LACP

PoE 802.3af/at 180 W

Management CLI,  WEB, SNMP
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Model Description

SNR-S215Gi-8T-POE WEB Smart layer 2 managed industrial PoE switch, 8 x PoE 10/100/1000Base-T, 2 x 100/1000Base-X 
SFP. Power supply: 48 V DC

Model Description

SNR-S2200G-8T-POE Layer 2 managed WEB Smart PoE switch, 8 x PoE 10/100Base-TX, 2 x 100/1000Base-X SFP. Power 
supply: 220 V AC

VLAN 4094 VLAN

8 x 10/100Base-TX PoE 802.3af/at, 4 x 100/1000Base-X SFP

Table of MAC addresses 8K

L2-Multicast IGMPv1/V2/V3 Snooping, Multicast VLAN Registration (MVR)

QoS 8 queues per port, SP, WRR, SP + WRR. Bandwidth limitation.

Redundancy Protocols STP, RSTP, MSTP, LACP

PoE 802.3af/at, up to 30 W per port, up to 100 W per switch

Management WEB, SNMP

VLAN 4094 VLAN

8 x 10/100Base-TX PoE 802.3af/at, 4 x 100/1000Base-X SFP

Table of MAC addresses 8K

L2-Multicast IGMPv1/V2/V3 Snooping, Multicast VLAN Registration (MVR)

QoS 8 queues per port, SP, WRR, SP + WRR. Bandwidth limitation

Redundancy Protocols STP, RSTP, MSTP, LACP

PoE 802.3af/at, up to 30 W per port, up to 180 W per switch

Management WEB, SNMP

WEB SMART POE SWITCH WEB SMART POE SWITCH

 � 8 x GE PoE 802.3af/at

 � 2 x GE SFP

 � Protection class IP40

 � Temperature range -40”C ~ +85”C

 � Total power PoE 180W

The SNR-S215Gi-8T-POE industrial PoE switch is designed for use in tough environment. The model has all 

 
The equipment has protection class IP40 and an extended temperature range (from -40 to +85 ”�).

 � 8 x PoE 802.3af/at

 � 2 x GE SFP

 � Temperature range -40”C ~ +75”C

 � Total power PoE 100W

SNR-S2200G-8T-POE is a WEB Smart PoE switch equipped with 2 x SFP 100/1000Base-X ports and 8 x 
10/100/1000Base-T ports. Support of PoE 802.3at/af on all 8 ports allows to power IP/video phones, Wi-Fi 

of the switch configuration.

PRODUCT HIGHLIGHTSPRODUCT HIGHLIGHTS
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Model Description

SNR-S1904G-1S Layer 2 unmanaged switch, 4 x 10/100/1000Base-T, 1 x 1000Base-X SFP 
Power supply in: 100�260 V AC 50 Hz, out: 5 V DC 2A

SNR-S1904G-2S Layer 2 unmanaged switch, 4 x 10/100/1000Base-T, 2 x 1000Base-X SFP 
Power supply in: 100�260 V AC 50 Hz, out: 5 V DC 2 A

SNR-S1908-1GS Layer 2 unmanaged switch, 8 x 10/100Base-T, 1 x 100/1000Base-X SFP 
Power supply in: 100�260 V AC 50 Hz, out: 5 V DC 2A

SNR-S1908G-2S Layer 2 unmanaged switch, 8 x 10/100/1000Base-T, 2 x 1000Base-X SFP 
Power supply in: 100�260 V AC 50 Hz, out: 5 V DC 2 A

SNR-S1916-1GS Layer 2 unmanaged switch, 16 x 10/100Base-T, 1 x 1000Base-X SFP 
Power supply in: 100�260 V AC 50 Hz, out: 5 V DC 2 A

SNR-S1904GP-2S Layer 2 unmanaged PoE switch, 4 x PoE 10/100/1000Base-T, 2 x 1000Base-X SFP 
Power supply in: 100�240 V AC 50 Hz, out: 52 V DC 2.3 A

SNR-S1908GP-2S Layer 2 unmanaged PoE switch, 8 x PoE 10/100/1000Base-T, 2 x 1000Base-X SFP 
Power supply in: 100�240 V AC 50 Hz, out: 52 V DC 2.3 A

Model Description

SNR-S1000-5T Layer 2 unmanaged switch, 5 x 10/100Base-T 
Power supply in: 100�240 V AC 50 Hz, out: 5 V DC 0.5 A

SNR-S1000-8T Layer 2 unmanaged switch, 8 x 10/100Base-T 
Power supply in: 100�240 V AC 50 Hz, out: 5 V DC 0.5 A

SNR-S1100G-5T Layer 2 unmanaged switch, 5 x 10/100/1000Base-T 
Power supply in: 100�240 V AC 50 Hz, out: 5 V DC 0.5 A

SNR-S1100G-8T Layer 2 unmanaged switch, 8 x 10/100/1000Base-T 
Power supply in: 100�240 V AC 50 Hz, out: 5 V DC 0.5 A

SNR UNMANAGED SWITCHES      SNR UNMANAGED SWITCHES

 �

 � 1/2 GE SFP in

 � Non-blocking architecture

 � Electrical port isolation functionality

The SNR-S1900 is a series of unmanaged Ethernet switches designed for engineering and expanding small-

service solutions.

The SNR-S1900 switches support the electrical port isolation feature, which allows to limit the propagation of 

The SNR-S1904GP-2S and SNR-S1908GP-2S switches support PoE 802.3af and PoE+ 802.3at standards. PoE 
reduces cost of ownership and simplifies network maintenance allowing Wi-Fi points, IP/video phones and 
thin clients to be powered directly from the switch.

S1900 SERIES

 � 5-8 FE/GE electrical

 � Non-blocking architecture

 � Compact form factor

 � Auto MDI/MDI-X

The SNR-S1000 and SNR-S1100G series are unmanaged Ethernet switches designed for deploying and 

duplex detection and automatic detection of MDI/MDI-X mode.

The switches have an ultra-compact form factor, which expands the installation possibilities, and also have 
low power consumption.

S1000 SERIES
S1100G SERIES

ORDERING INFORMATIONORDERING INFORMATION



REDUNDANT POWER SUPPLY OPTIONS
WITH SNR SWITCHES

*check with your manager for the possibility to modify a particular model

220VAC + 12VDC 220VAC + 48VDC 2 x 220VAC 48VDC220VAC + Connector for battery 12V
with the charging function (UPS)

Implementation exampl:
SNR-S2962-24T + SNR-UPS-60/12-SMART + SNR-BAT-12-12-GP




