POST UPDATE
Part one: boot file ungrade
1.configure PC with below IP address:
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You can get I settings assigned automatialy i your network supports
this capabilty. Otherwise, you need to ask your network adminstrator
for the appropriate I settngs.

) Obtain an IP address automaticaly.

Use the folowing 1P address:
1 addvess: 92136 1015
Subnetmask: 255 255 1255 0
Defuitgatenay: T 1

Obtain DS server address automaticaly
Use the following DS server addresses:
Preferred DNS server: T T 1

Alternate DNS server: 1T &
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2. configure FTP server
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3. copy boot file to location of FTP:
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Name Date modified
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4.  connect IP phone WAN port to PC，and set phone to POST mode:
(press and hold key #, then connect power adaptor to phone)
5.   on PC run windows command:
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7z Typethe nameof s program, folder, document,or Internet
U1 resource, and Windows will open it for you.

Open: emd| -

oK Concel | [ Browse.. |





6. Via Telnet to update new boot file.
[image: image6.png]opyright (c) 2009 Microsoft Corporation. A1l rights reserved.

:\Users\LECHTEN>teTnet 192.168.10.1




[image: image7.png]v

Voip  Phol System
i0n:2.4(SDRAM:16m FLASH:2m)
Date:Jun 14 2013°  17:08:00

Slm“:;( Address
FIP Update Image
Clear Configuration
Exit and R





steps：

1. input 0

2. input password
3. input FTP server address
4. input new boot file name
5. input FTP user name
6. input FTP password
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While new boot file upgraded successfully:
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Part two: new Firmware upgrade
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While done, reboot unit
